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COMMOMWEALTH OF VIRGINIA 

DEPARTMENT OF GENERAL SERVICES 

DIVISION OF PURCHASING AND SUPPLY 

SPECIFICATIONS FOR  

BOX TYPE CARPET EXTRACTOR 

 

PURPOSE: 
The purpose of this specification is to establish a purchase requirement for box type carpet extractor 

devices for use by State Agencies, and other Public Bodies of the Commonwealth of Virginia for use 

in building floor cleaning and maintenance. 

 

SCOPE: 
The following specifications are intended to define the minimum level of quality and performance of 

the requested product, and are meant to be met or exceeded.  If brand names are mentioned in text, 

the specifications are not meant to be restrictive as to brand name or manufacturer. All equipment bid 

may be the brand name and model, or shall be equivalent to brand names and/or any other 

specification elements using the Use of Brand Names clause (see General Terms and Conditions) in 

making an equivalence determination.   

 

BIDDER REQUIREMENTS: 
Bidders/Vendors shall submit complete technical data of the product being offered, with an itemized 

comparison of the product offered with these specifications.  Bidders/Vendors shall indicate 

equivalence on the specifications form next to each specification item, using the lines provided across 

from the specification items.  Bidders/Vendors shall indicate any deviations with appropriate reasons 

and documentation. If information is requested in the “Specifications Data” section, the bidder must 

provide the information where indicated.  The Commonwealth reserves the right to obtain technical 

data and to request clarification when deemed necessary. Failure on the part of the bidder/Vendor 

to provide all requested documentation may be cause to reject the bid/request as non-

responsive. 
 

Bidders shall provide delivery information for product(s) offered, FOB destination, after receipt of 

order (ARO), in the “DELIVERY TIME….” section provided at the end of the specifications. 

 

The products offered in answer to this request for bid must be new and unused current production 

models of the equipment required.  No prototype or demonstrator product will be accepted, and 

offering of such a product will be cause for bid rejection. Products must be UL certified, and Energy 

Star or equivalent energy saving rated.  Bidder must provide user guide(s) containing clear 

instructions on operation, safety, and maintenance with each product. User guides must also contain 

as a minimum, clear instructions on machine use in carpet cleaning applications, solution handling, 

wand operation, and all other pertinent information regarding regular use of the product. 

 

Products provided must be warranted with the supplier’s best warranty offered, to provide no-cost 

protection to the Commonwealth for correction or replacement as needed for defects in 

manufacturing, assembly, or parts. Provide documentation of warranty for the products offered in 

answer to this invitation for bid. 

 

 



SPECIFICATIONS: 
 

Specifications Data 

 

Provide a 110/120 volt 60 Hz AC powered box type 

carpet extractor machine for deep carpet cleaning, with 

the following performance features: 

 A cleaning solution dispensing and recovery 

system must leave a clean carpet with minimal 

residual moisture behind the cleaning path. 

 Box extractor must clean the carpet with 

solution, and immediately vacuum the soiled 

solution into a solution holding tank in the 

machine. 

 All machine control switches are to be top 

mounted within easy reach of the machine 

operator. 

 Solution dispensing and recovery tanks must 

be easily accessible for cleaning, and 

constructed to permit complete cleaning of 

each tank interior. 

 Access to vacuum unit motors and other major 

parts must be easily accomplished without the 

use of tools. 

 Dump system for emptying the soiled solution 

recovery tank must be easily accessible, with 

the capability to control the solution exiting the 

recovery tank, for controlled capture of all 

waste solution. 

 

The box type carpet extractor must have the following 

minimum physical characteristics: 

 Completely enclosed with a formed enclosure 

covering all operating components, with built-

in handle for transport of unit 

 All machine operation switches and controls 

must be waterproofed  

 Minimum 100 psi solution pressure 

 Vacuum system to provide minimum 100” of 

water lift. 

 Vacuum system to be powered by minimum 

(2) two-stage electric motors, not less than 

1HP each. 

 50 ft. 12/3 extension cord(s), as required to 

operate extractor, safety yellow or orange 

 Main transport wheels 8” minimum diameter, 

with non-marking tires each wheel 

 Minimum 3” diameter front casters, non-

marking  polyurethane, or equivalent 

Equivalent Item Data 
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 Vacuum air movement volume 95 cubic feet 

per minute (CFM), minimum 

 Solution dispensing tank to be non-corroding 

material, and minimum 10 gallons capacity  

 Solution recovery tank to be non-corroding 

material, and minimum 10 gallons capacity  

 Machine enclosure must be non-corrosive and 

impact resistant material, molded polyethylene 

or equivalent. 

 Minimum 20 ft. of extractor vacuum and 

solution combination hose, with connectors for 

attachment to extractor unit, and cleaning wand 

 Minimum 12” wide stainless steel drag wand 

with solution jet.  Wand may be single or 

double jet, with hand operated press-on, 

release-off solution valve at hose connection 

end of wand. 

 Wand is to be double bend, approximately 5 ft. 

in length. 

 Accessory equipment to include stair cleaning 

tool, and upholstery cleaning tool. 

 

Manufacturer and model of extractor offered by bidder 

____________________________________________ 
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DESCRIPTION OF WARRRANTY:  _________________________________________________ 

________________________________________________________________________________ 

________________________________________________________________________________ 

________________________________________________________________________________ 

________________________________________________________________________________ 

________________________________________________________________________________ 

________________________________________________________________________________ 

________________________________________________________________________________ 

 

 

DELIVERY TIME ARO FOR BOX EXTRACTOR: ______________________________________ 

 

 

                                                  TOTAL PRICE SECTION      

                                                                                                                                 TOTAL PRICE:  

TOTAL PRICE FOR (1) BOX EXTRACTOR  

PER SPECIFICATIONS, INCLUDING DELIVERY ..............................  $_________________ 

 

OPTION: 

ADDITIONAL AMOUNT FOR HEATED SOLUTION SYSTEM ….… $_________________ 

Note: If heated solution delivery system is standard with extractor quoted, 

enter “INCLUDED” at price line for heated solution option. 

 

 


